
Risk of fire, electrical shock, cuts and or other 
casualty hazards. LUXYCON - ISOLUX S.A.S  
assumes no responsibility for claims brought 
about by incorrect installation.

Risk of burn. Disconnect power and allow fixture 
to cool before making changes.

Wear gloves to handle the product.

Before starting any work ensure that all sources of 
power are turned OFF. All work must meet 
local/national electricalcodes and be performed 
by a certified electrician.

A copy of the installation instructions will be 
provided, and the luminaire must be installed by 
an expert.

Replace lamp only with correct wattage and type 
of lamp marked on label. DO NOT exceed the 
maximum wattage listedon the fixture label.

NOTE

If supply wires are located within 3 inches of 
driver/ballast, use wire rated for at least 90°C 
(194°F).

If your order has any inconsistencies, please 
contact us.
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Luminaire installation

Luminaire components

Important safety
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Installation
Accessories

(Measures in inches)

Pendant
1.Remove the suspension bushings from the canopy 
and take off the template

2. Screw the canopy into the previously installed 
anchor bolts.
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3. Connect the fixture wiring to the connection point.

Suspension accessories

CAUTION

BLACK WIRE: 120-277VAC

WHITE WIRE: Neutral

GREEN WIRE: Ground

VIOLET WIRE: Control 0-10v (+) or DALI

GREY WIRE: Control 0-10 (-) or DALI
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2. Take off the screws to remove the electric holder. 
(the safety guide prevents the electric holder from 
falling)
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4. Install the canopy on the template using the 
suspension bushings.

Level the fixture with the suspension systems

First make sure the luminaire has no power.

To replace components in the luminaire follow 
these steps:

5. Press the steel rope into the suspension system 
installed in the canopy.

1. Remove the diffuser, pressing upwards and tilt it 
to remove it.

Luminaire maintenance
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